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Bahçe Duvarları, Spor Tesisi,

Yol kenarları ve köşeler,

Duvar Kaplama

havuz kenarları

Çatı ve Peyzaj Alanlarında Kullanılabilir

StopÇim Çit mükemmel bir dizayna ve doğal bir görünüşe sahiptir 
ve istenen yeri hızlı ve basit bir şekilde kaplamanıza yardımcı olur

UYGULAMA ALANLARI

SİSTEM TANIMI

StopÇim Çit’in montajı çok basittir.

Doğaya uygun bir yaşama ortamı hazırlamak için ideal bir üründür.

Her mevsim taze görünümünü muhafaza eder.

ÖZELLİKLER

Önce GüvenGRUP A.Ş. Önce GüvenGROUP A.Ş. FENCE

STOPÇİM ÇİT STOPGRASS FENCE
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Garden walls,

sports fields surroundings,

road sides and corners,

wall covering,

pool sides roofs and landscaping areas

Stopgrass Fence has a perfect design and natural view
and it helps you to cover anywhere fastly in a simple way

APPLICATION AREAS

SYSTEM DESCRIPTION

Installation of Stopgrass Fence is very easy. 

It is an ideal product to prepare a suitable natural living environment

It keeps its fresh look all seasons.

FEATURES
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Ölçüler  :

Yoğunluk :
Galvaniz Tel :
Suni Çim :
Alevalmaz :

Yükseklik:  80-100-120-150-200cm    
Rulo Uzunluğu: 10m     Rulo Çapı:  40 cm 

2.700 gr/ m²
1,60x2 : 3,20 mm çift burgulu sıcak daldırma galvaniz
      UV katkılı PVC çim
      B2 tip alev almaz malzeme

Rulo StopÇim Çit

Panel StopÇim Çit

:

:

StopÇim Çit  :
Bağlantı Aparatları :

Rulolar halinde üretilen StopÇim Çit montaj bitmeden önce kenarlardan sabitlenir ve
bundan sonra özel StopÇim Çit bağlantı telleri ile her 50 cm de bir çite tutturulur.
Panel halinde üretilen StopÇim Çit özel bağlantı ekipmanları ile tutturulur.

İstenen Renkte.
İstenen Renkte.

TEKNİK BİLGİLER

KURULUM

RENKLER

Görünüş  :
Bakım Gerektirmez :
Çevre Dostu  :

StopÇim Çit Yıllarca herhangi bir bakım maliyeti gerektirmeyen doğal bir görünüşe sahiptir
StopÇim Çit 'in temiziği için herhangi bir bakım maliyeti gerekmemektedir
Zararlı herhangi bir bileşik içermez. Bahçenizde ve çevre düzenlenmesinde kullanabilirsiniz

AVANTAJLARI

StopÇim Çit Rulo

StopÇim Çit Panel

:

:

Ürüne zarar vermeden 80 cm - 200 cm aralığında ve 40 cm çapında dikey 
veya yatay rulolar şeklinde paketlenir
StopÇim Çit paneller değişik şekillerde paketlenebilir, ürüne herhangi bir zarar vermez

ÜRÜN PAKETLEMESİ

StopÇim Çit Rulo
StopÇim Çit Panel

:
:

0 ila +50°C arası depolanabilir
0 ila +50°C arası depolanabilir

ÜRÜN DEPOLAMASI
UV  :
Yanmazlık :
Tel Gücü :

2 Yıl ±%10 tolerans
2 Yıl ±%10 tolerans
2 Yıl ±%10 tolerans

GARANTİ KAPSAMI

Measurements :

Weight  :
Galvanized Wire :
Artificial grass :
Fireproofing :

Height:  80-100-120-150-200cm    
Roll Lengt: 10m     Roll Widht:  40 cm 

2.700 gr/m2
1,60x2 : 3.20 mm hot dipped galvanized double twisted
      UV reinforced PVC grass
      B2 type flame retardant additive

Roll Stopgrass Fence   :

Panel Stopgrass Fence :

Stopgrass Fence
Connection Apparatus

:
:

Stopgrass Fence which is manufactured in rolls secured from the corners before assembly 
is done and aſter that fixed with special Stopgrass Fence connection wires at intervals of 50 cm.
Stopgrass Fence products which are produced as panels secured with special connection apparatus.

Color Of Your Choice.
Color Of Your Choice.

TECHNICAL INFORMATION

INISTALLIOTION METHOD

COLOR

View   :
Maintenance free :
Ecofriendly  :

Stopgrass Fence has a natural look without any maintenance cost for years.
Stopgrass Fence does not need any maintenance to keep it clean.
It does not contain any harmful substances.You can use it at your garden or surroundings.

ADVANTAGES

Stopgrass Fence Roll

Stopgrass Fence Panel

:

:

It is packed in 80 CM-200 CM Height and 40 cm widht in rolls and vertically 
packed in order not to give any damage to Stopgrass Fence.
Can be loaded in different types without damaging Stopgrass Fence panels.

PRODUCT PACKAGING

Stopgrass Fence Roll
Stopgrass Fence Panel

:
:

Between 0 ~ +50 C
Between 0 ~ +50 C

PRODUCT STORAGE
UV   :
Fireproof  :
Thread Strength  :

2 Years 10 % tolerance
2 Years 10 % tolerance
2 Years 10 % tolerance

WARRANTY PERIODS

Önce GüvenGRUP A.Ş. Önce GüvenGROUP A.Ş. FENCE

ÖZELLİKLER FEATURES
Certificate - Sertifika
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UYGULAMA GÖRSELLERİ APPLICATION PHOTOS

Önce GüvenGRUP A.Ş. Önce GüvenGROUP A.Ş. FENCE
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